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The role of plasticity and hydrogen flux in the fracture of a tempered martensitic steel: a new design of mechanical test until fracture to separate the influence of mobile from deeply trapped hydrogen
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Nomenclature

Tests SWH Axisymmetric or plate specimen without hydrogen PCD Axisymmetric pre-charged and desorbed specimen SUF Plate specimen under flux UFD Plate under flux and desorbed specimen [START_REF] Feaugas | Hydrogen and Crystal Defects Interactions: Effects on Plasticity and Fracture[END_REF][START_REF] Gangloff | Gaseous hydrogen embrittlement of materials in energy technologies[END_REF][START_REF] Lynch | Mechanistic and fractographic aspects of stress-corrosion cracking (SCC)[END_REF]. These effects have been reported by many studies on several alloys such as nickel base alloys [START_REF] Kimura | The effects of cathodically charged hydrogen on the flow stress of nickel and nickel-carbon alloys[END_REF][START_REF] Martin | Hydrogeninduced intergranular failure in nickel revisited[END_REF][START_REF] Oudriss | Grain size and grain-boundary effects on diffusion and trapping of hydrogen in pure nickel[END_REF], stainless [START_REF] Abraham | Hydrogen-enhanced localization of plasticity in an austenitic stainless steel[END_REF][START_REF] Aubert | Crystal plasticity computation and atomic force microscopy analysis of the internal hydrogen-induced slip localization on polycrystalline stainless steel[END_REF] and martensitic steels [START_REF] Nagao | The role of hydrogen in hydrogen embrittlement fracture of lath martensitic steel[END_REF][START_REF] Venezuela | The influence of hydrogen on the mechanical and fracture properties of some martensitic advanced high strengths steels studied using the linearly increasing stress test[END_REF][START_REF] Das | A study on the susceptibility of high strength tempered martensite steels to hydrogen embrittlement (HE) based on incremental step load (ISL) testing methodology[END_REF]. From a phenomenological point of view, without considering the case of the formation of hydrides, HE can be explained by three models. The first one is based on the assumption that hydrogen promotes plasticity, which is divided into two mechanisms: Hydrogen-Enhanced Localized Plasticity (HELP) [START_REF] Birnbaum | Hydrogen-enhanced localized plasticity -a mechanism for hydrogen-related fracture[END_REF] and Adsorption-Induced Dislocation Emission (AIDE) [START_REF] Lynch | Environmentally assisted cracking: overview of evidence for an adsorptioninduced localized-slip process[END_REF]. The second model is related to the reduction of cohesion energy (Hydrogen-Enhanced Decohesion, HEDE) [START_REF] Oriani | A mechanistic theory of hydrogen embrittlement of steels[END_REF]. Finally, the third model states that hydrogen promotes the formation of vacancies (Superabundant Vacancies, SAV) at high temperatures and hydrogen partial pressures [START_REF] Fukai | Formation of superabundant vacancies[END_REF][START_REF] Metsue | Hydrogen solubility and vacancy concentration in nickel single crystals at thermal equilibrium: New insights from statistical mechanics and ab initio calculations[END_REF], under severe cathodic charging [START_REF] Li | Anisotropy of hydrogen diffusion in nickel single crystals: the effects of self-stress and hydrogen concentration on diffusion[END_REF] or as a result of electrodeposition reactions [START_REF] Fukai | Superabundant vacancy-hydrogen clusters in electrodeposited in Ni and Cu[END_REF]. The possible combination of more than one of these models has also been proposed in order to understand the HE experimental results [START_REF] Djukic | The synergistic and interplay of hydrogen embrittlement mechanisms in steels and iron: Localized plasticity and decohesion[END_REF].

These HE models focus on the interactions between hydrogen and metallurgical heterogeneities and are primarily the result of the decrease of defect energies due to solute segregation according to the "defactant" concept proposed by Kirchheim [START_REF] Kirchheim | Reducing grain boundary, dislocation line and vacancy formation energies by solute segregation I. Theoretical background[END_REF][START_REF] Kirchheim | Revisiting hydrogen embrittlement models and hydrogen-induced homogeneous nucleation of dislocations[END_REF]. Hydrogen seems to decrease the energies for emission and mobility of dislocations, vacancies formation and cohesion of interfaces, which may result in fracture modes with a strong contribution of plasticity and/or interfaces decohesion. It is, therefore, necessary to understand the nature of the interactions of hydrogen with structural defects. In terms of the impact of hydrogen on plasticity, the hydrogen-dislocation interactions have been the subject of numerous studies [START_REF] Roberston | Chapter 91: Hydrogen effects on plasticity[END_REF][START_REF] Kang | The effects of dislocations on the trapping and transport of hydrogen in 3.3Ni-1.6Cr steel during plastic deformation[END_REF][START_REF] Sofronis | Mechanics of the hydrogen-dislocation-impurity interactions -I. Increasing shear modulus[END_REF][START_REF] Ferreira | Hydrogen effects on the interactions between dislocations[END_REF][START_REF] Chateau | Numerical simulations of hydrogen-dislocation interactions in fcc stainless steels: Part I: hydrogen-dislocation interactions in bulk crystals[END_REF][START_REF] Girardin | Measurement of the saturated dislocation pinning force in hydrogenated nickel and nickel base alloys[END_REF][START_REF] Wang | Activation volume and density of mobile dislocations in hydrogen-charged iron[END_REF][START_REF] Dadfarnia | Modeling hydrogen transport by dislocations[END_REF]. These works show that the elastic field at the vicinity of edge dislocations is a reversible trap for hydrogen, whereas the edge dislocation core is an irreversible trap. The trapping of hydrogen by dislocations can decrease its diffusivity, but also influence the interactions between dislocations by shielding the elastic field and promoting the emission and mobility of dislocations (HELP). According to some authors [START_REF] Abraham | Hydrogen-enhanced localization of plasticity in an austenitic stainless steel[END_REF][START_REF] Aubert | Crystal plasticity computation and atomic force microscopy analysis of the internal hydrogen-induced slip localization on polycrystalline stainless steel[END_REF][START_REF] Magnin | Chapter 5: SCC and CF Modellings Based on Corrosion-Deformation Interactions[END_REF][START_REF] Nagao | Interpretation of hydrogen-induced fracture surface morphologies for lath martensitic steel[END_REF][START_REF] Robertson | Hydrogen embrittlement understood[END_REF][START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF], these effects can lead to plasticity localization and brittle transgranular quasi-cleavage fracture. The impact of hydrogen on the cohesion energy of interfaces can also contribute to hydrogen-assisted damage. Evidence of plasticity and decohesion mechanisms were previously observed for several metallic alloys [START_REF] Martin | Hydrogeninduced intergranular failure in nickel revisited[END_REF][START_REF] Abraham | Hydrogen-enhanced localization of plasticity in an austenitic stainless steel[END_REF][START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF][START_REF] Novak | A statistical, physical-based, micro-mechanical model of hydrogen-induced intergranular fracture in steel[END_REF][START_REF] Djuvik | Hydrogen embrittlement of low carbon structural steel[END_REF].

From a metallurgical point of view, the nature, density and distribution of trap sites, such as vacancies, inclusions, precipitates and dislocations are key parameters to understand the HE [START_REF] Oriani | The diffusion and trapping of hydrogen in steel[END_REF][START_REF] Wei | Response of hydrogen trapping capability to microstructural change in tempered Fe-0.2C martensite[END_REF][START_REF] Frappart | Study of the hydrogen diffusion and segregation into Fe-C-Mo martensitic HSLA steel using electrochemical permeation test[END_REF][START_REF] Frappart | Hydrogen trapping in martensitic steel investigated using electrochemical permeation and thermal desorption spectroscopy[END_REF][START_REF] Depover | Effect of Ti, Mo and Cr based precipitates on the hydrogen trapping and embrittlement of Fe-C-X Q&T alloys[END_REF][START_REF] Takahashi | Origin of hydrogen trapping site in vanadium carbide precipitation strengthening steel[END_REF][START_REF] Schaffner | Analysis of hydrogen diffusion and trapping in ultra-high strength steel grades[END_REF][START_REF] Venezuela | The influence of microstructure on the hydrogen embrittlement susceptibility of martensitic advanced high strength steels[END_REF]. In addition to the structure, the service mechanical request also determines the susceptibility to hydrogen-assisted cracking. Mechanical states present two components:

hydrostatic and deviatoric stresses. Both affect damage and are classically formalized in terms of stress triaxiality. Notched specimens are often used to introduce variability of stress triaxiality. For instance, several authors used notched specimens to study the influence of triaxiality on nucleation and growth of the cavities in ductile fractures of steels and titanium alloys. They assume that there is a critical local stress to cavity formation, which is dependent on the hydrostatic stress and the local plastic strain [START_REF] Argon | Cavity formation from inclusions in ductile fracture[END_REF][START_REF] Beremin | Cavity formation from inclusions in ductile fracture of A508 steel[END_REF][START_REF] Helbert | The influence of stress triaxiality on the damage mechanisms in an equiaxed α/β Ti-6Al-4V alloy[END_REF].

Once hydrogen assisted-cracking happens in lath martensitic steels, intergranular and quasicleavage fracture surfaces are often observed [11-13, 33, 35]. The structure immediately beneath both fracture morphologies reveals an extensive plasticity with intense slip bands and disturbed lath boundaries [START_REF] Nagao | The role of hydrogen in hydrogen embrittlement fracture of lath martensitic steel[END_REF]. A synergetic action of HELP and HEDE mechanisms has been proposed to explain HE in these steels [START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF][START_REF] Novak | A statistical, physical-based, micro-mechanical model of hydrogen-induced intergranular fracture in steel[END_REF][START_REF] Djuvik | Hydrogen embrittlement of low carbon structural steel[END_REF]. Hydrogen associated with dislocations would promote their activity and their pile-up at the laths, blocks, packets and prior austenite grain boundaries. The hydrogen deposited by the dislocations at these interfaces (or carbides/matrix interfaces) would then lead to local decohesion.

Despite the numerous studies on HE of martensitic steels, there are still gaps in the current knowledge. The contribution of diffusive and trapped hydrogen on the damage processes is not illucidated. It is also still not clear how hydrogen promotes the quasi-cleavage fracture and the role of plasticity in this process. The interactions between hydrogen and dislocations have not been fully understood yet. Additionally, it is still unknown if the hydrogen concentration or the flux of hydrogen impact the most the hydrogen-induced fracture. We have investigated the influence of hydrostatic stress on the hydrogen solubility, diffusivity, trapping and flux in tempered martensitic steels [START_REF] Frappart | Hydrogen solubility, diffusivity and trapping in a tempered Fe-C-Cr martensitic steel under various mechanical stress states[END_REF][START_REF] Guedes | The influence of hydrostatic stress states on the hydrogen solubility in martensitic steels[END_REF][START_REF] Guedes | The influence of hydrogen flux on crack initiation in martensitic steels[END_REF]. However, we have not identified the role of this hydrostatic stress component in the fracture process. Continuing these first studies, the present work aims to clarify the contributions of hydrogen flux, hydrostatic stress and plasticity to the damage mechanisms. To achieve this objective, tensile test with specimens that present several notch geometries were performed in pre-charging conditions or in an electrochemical permeation device combined with a tensile machine. Based on a local approach of fracture, the two observed damage modes (ductile and quasi-cleavage) were formalized in terms of hydrostatic stress-equivalent plastic strain (σm, εpeq) maps which allowed to demonstrate at a macroscopic scale the contribution of plastic deformation to both damage processes. In order to elucidate the meaning of this contribution, we evaluated firstly the impact of plastic strain on hydrogen flux and secondly the hydrogen impact on dislocations mobility using stress relaxation tests, which provide the activation volume and barrier energy to mobile dislocations. Both analysis gave further insights about the hydrogen-dislocation interactions and their effects on the development of fracture. Based on the tests results, new considerations are raised regarding the respective contributions of trapped and diffusible hydrogen to damage.

Experimental Procedures

Material and Characterization

The present work studies the Fe-0.3C-0.4Si-0.5Mn-1.0Cr-0.8Mo-0.05V-0.04Nb (weight %) martensitic steel with small amounts (less than 0.04 wt.%) of Al, S, Cu, Co and Ca. Samples of 180 x 120 x 15 mm were austenitized at 910°C for 10 min and then water quenched. Thereafter, tempering was conducted at 710°C for 30 minutes. Structural characterization was performed using SEM coupled with EBSD and TEM following a similar methodology previously employed [START_REF] Frappart | Study of the hydrogen diffusion and segregation into Fe-C-Mo martensitic HSLA steel using electrochemical permeation test[END_REF]. The steel presents a fully lath tempered martensitic structure with prior austenite grain size of 10 µm, average lath size of 0.28 µm, dislocations density of 5.2x10 14 m -2 and a complex carbide precipitation state which comprises mainly η-Fe2C, Fe3C, Cr7C3 and Mo2C with a density of 274 µm -3 . Hydrogen distribution quantification was completed using electrochemical permeation (EP) test and thermal desorption spectroscopy (TDS). These procedures were described in [START_REF] Djuvik | Hydrogen embrittlement of low carbon structural steel[END_REF][START_REF] Oriani | The diffusion and trapping of hydrogen in steel[END_REF]. The hydrogen apparent diffusion (Dapp) coefficient in the steel is 1.1x10 

Mechanical Testing

The local approach of fracture combines a fine analysis of mechanical state (strains and stresses numerically determined) with damage (evolution of damage and failure criteria experimentally evaluated) of highly solicited regions (Representative Elementary Volume, REV) of structures (notched specimens). In the present work, we extended this approach to the hydrogen embrittlement context with additional calculations of hydrogen distribution until fracture.

Firstly, experiments on cylindrical and plate specimens (smooth or notched) are performed at several hydrogen charging conditions. Before the beginning of hydrogen charging, the specimens are mechanically polished up to SiC polishing paper grade 4000 then rinsed with ethanol and dried under a stream of dry air. The outside diameter of the cylindrical specimens (ATL, AEU, AEV) is 9 mm and the internal diameter of the notch area is 5 mm. The U-notches (AEU specimens) have radius of 2 or 5 mm, whereas the V-notches (AEV specimens) have notch tip radius of 0.25 or 0.1 mm and angle of 60°. For the plate specimens (PTL, PNU, PNV), the overall thickness is 2.25 mm and at the notches bottom (PNU and PNV) the thickness is 1.25 mm. The U-notch (PNU specimens) has a radius of 1 mm, whereas the V-notch (PNV specimens) presents a tip radius of 0.1 mm and an angle of 60°.

Our methodology comprises four kinds of mechanical tests which allowed to separate the impact of mobile from trapped hydrogen in the plasticity and damage: (i) cylindrical or plate Specimen Without Hydrogen (SWH), (ii) cylindrical Pre-Charged and Desorbed specimen (PCD), (iii) plate Specimen Under hydrogen Flux (SUF) and (iv) Under hydrogen Flux and Desorbed plate specimen (UFD). The experimental details of the studied specimens are listed in the Table 1. For the PCD tests, cylindrical smooth (ATL), U (AEU) and V-notched (AEV) specimens were electrochemically pre-charged in molar acidic solution using a saturated sulfate reference electrode SSE (Hg/Hg2SO4/K2SO4) and a platinum counter electrode (Figure 1a).

Constant cathodic current densities between -20 and -100 mA/cm 2 were applied for 24 hours in a 1 mol/L H2SO4 solution. The temperature was set at 20°C and the cell was kept under argon flux. Tensile testing was performed after a desorption step of 24 hours at the room temperature.

TDS measurements were used to verify that only deeply trapped hydrogen is present after these 24 hours of desorption. Therefore, the PCD test evaluate only the impact of deeply trapped hydrogen on the mechanical properties. The concentration of deeply trapped hydrogen is measured in a reference sample charged at the same conditions and in the specimens after their fracture. The PCD results were compared to the reference specimens tested without hydrogen (SWH).

For the SUF and UFD tests, plate smooth (PTL), U (PNU) and V-notched (PNV) specimens were submitted to an EP test connected directly to the tensile machine as already described in a previous publication [START_REF] Frappart | Hydrogen solubility, diffusivity and trapping in a tempered Fe-C-Cr martensitic steel under various mechanical stress states[END_REF] and shown in Figure 1 emerging from the output face, consequently the anodic current at the exit side of the specimens gives a direct measure of the hydrogen flow rate (hydrogen flux, J). During the next step, the charging side of the specimen is galvanostatically polarized at a constant cathodic current density of -20 mA/cm 2 or -100 mA/cm 2 in a 1 mol/L H2SO4 solution, which correspond to the Vomer's domain of the hydrogen evolution reaction (HER) in this solution (verified by polarization tests) [START_REF] Frappart | Study of the hydrogen diffusion and segregation into Fe-C-Mo martensitic HSLA steel using electrochemical permeation test[END_REF]. Tensile tests on plate specimens (PTL, PNU, PNV) under hydrogen flux (SUF) were performed after the permeation reaches the stationary state (constant hydrogen flux) where an equilibrium is obtained between the kinetics of diffusive and trapped hydrogen.

In these tests, we follow the evolution of stress and the hydrogen flux as a function of strain.

On the other hand, for the under hydrogen flux and desorbed plate specimen (UFD) tests (see Table 1), the charging current density is stopped, the acid solution is released from the charging cell and the deaeration by argon is maintained. Then the desorption step is recorded. Its current density decay is sensitive to the hydrogen release and is used together with TDS measurements to determine the amounts of diffusive hydrogen CD and trapped hydrogen CTir as described in our previous works [START_REF] Frappart | Study of the hydrogen diffusion and segregation into Fe-C-Mo martensitic HSLA steel using electrochemical permeation test[END_REF][START_REF] Legrand | Generalized model of desorption kinetics: Characterization of hydrogen trapping in a homogeneous membrane[END_REF]. After the desorption step, only deeply trapped hydrogen stays in the material. UFD tensile tests on plate specimens (PTL, PNU, PNV) were performed after the end of these desorption steps. To summarize, cylindrical PCD (ATL, AEU, AEV) and plate UFD (PTL, PNU, PNV) tests allow to evaluate the impact of deeply trapped hydrogen on damage processes. The comparison of these tests with the ones conducted at the stationary state of the permeation test (SUF) enable to separate the contributions of the mobile from the trapped hydrogen to the HE of the martensitic steel. As a reference, for all the specimens design, tensile tests in air without hydrogen pre-charging (SWH) were also performed.

All the tensile tests were conducted at a strain rate of 10 -5 s -1 in an INSTRON 100 kN machine.

An extensometer was fixed onto the samples to measure the longitudinal strain (ε11) on a gauge length of 10mm.

A summary of our experimental procedure is shown in Figure 1 and Table 1. We have reported for all the specimens (cylindrical and plate with and without notches): the stress concentration factor (Kt), the test conditions (SWH, PCD, UFD, SUF), the ultimate tensile strength (σmax), the fracture stress (σf), the strain until fracture (ε11), the local plastic strain until fracture (εφ in Equation 1), the hydrogen embrittlement index ( IHE in Equation 2), the hydrostatic stress (σm)

and the equivalent plastic strain until fracture (εpeq). Sectionf and section0 refer to the final and initial areas of the specimens' sections, whereas ∅ is the localized deformation for the specimens tested with hydrogen. 

I 1 ∅ ∅ * 100 (1) 
A hydrogen analyzer Jobin Yvon Horiba EMGA-621W was used to measure the hydrogen concentration by TDS. These measurements, performed in all the studied conditions, allowed to evaluate the hydrogen content in terms of total hydrogen concentration (CH), diffusive hydrogen concentration (CD) and deeply trapped hydrogen content (CTir) as seen in Table 1.

In addition to the tensile tests previously described, relaxation tests were performed at different strain levels for specimens without hydrogen and under hydrogen flux in order to obtain the activation volume and viscous stress (relaxed stress), which characterize the thermally activated mechanisms of plastic deformation [START_REF] Dotsenko | Stress Relaxation in Crystals[END_REF][START_REF] Caillard | Kinetics of dislocations in pure Fe. Part I. In situ straining experiments at room temperature[END_REF]. The results of these relaxations enabled us to question the impact of hydrogen on the dislocation mechanisms.

Fracture Observations

Transverse and longitudinal views of the fracture surfaces were observed using the SEM Philips FEI: Quanta 200FEG/ESEM, 20kV. Thereafter, a nickel layer was electrodeposited in order to protect the fracture surface during the following mechanical polishing (up to 0.02 µm colloidal silica suspension). EBSD orientation maps of the cross section of a quasi-cleavage fracture surface were performed similar to the procedure conducted by Shibata et al. [START_REF] Shibata | Microstructural and crystallographic features of hydrogen-related crack propagation in low carbon martensitic steel[END_REF]. TSL OIM software was used for the EBSD data collection and posterior analysis.

-Numerical model -Plasticity, Diffusion and Trapping Equations

Finite element calculations (FEM) were performed for each specimen design to provide mechanical and hydrogen distribution within the bulk up to fracture, assuming J2 flow theory with isotropic and kinematic hardening [START_REF] Chaboche | Unified Constitutive Laws of Plastic Deformation[END_REF] and diffusion-trapping model [START_REF] Krom | Hydrogen trapping models in steel[END_REF]. Numerical calculations are computed with the finite element software Comsol Multiphysics. During loading, the mesh is reorganized to take into account the displacement. An elastoplastic law is identified from the plastic behavior of the alloy before necking in the framework of the classical elastoplastic theory [START_REF] Chaboche | Unified Constitutive Laws of Plastic Deformation[END_REF][START_REF] Huez | Damage process in commercially pure α-titanium alloy without (Ti40) and with (Ti40-H) hydrides[END_REF][START_REF] Guillemer-Neel | Mechanical behavior and damage kinetics in nodular cast iron: Part I. Damage Mechanisms[END_REF]]. The validity of the FEM calculations was checked by comparing the calculated variations of engineering stress vs average longitudinal engineering strain and specimens' radius vs displacement until fracture with the experimental values. While the ductility (total elongation) is affected by the hydrogen content and mobility, the hardening law of the material is not modified through the different tests since all the curves are superimposed until necking (Figure 2). Consequently, our approach do not consider any modification of the elasto-plastic law by hydrogen.

The effect of hydrostatic stress (σm) on the diffusion equation is a well-known process [START_REF] Chateau | Numerical simulations of hydrogen-dislocation interactions in fcc stainless steels: Part I: hydrogen-dislocation interactions in bulk crystals[END_REF][START_REF] Girardin | Measurement of the saturated dislocation pinning force in hydrogenated nickel and nickel base alloys[END_REF][START_REF] Guedes | The influence of hydrostatic stress states on the hydrogen solubility in martensitic steels[END_REF][START_REF] Krom | Hydrogen trapping models in steel[END_REF][START_REF] Sofronis | Numerical analysis of hydrogen transport near a blunting crack tip[END_REF][START_REF] Krom | Hydrogen transport near a blunting crack tip[END_REF], which is included in our calculation to evaluate the impact of the mechanical state in the hydrogen distribution for all the tested conditions. The set of employed equations is briefly described below.

Plasticity equations -The elastoplastic law was identified within the framework of the classical elastoplastic theory, based on the thermodynamics of irreversible processes with internal variables [START_REF] Chaboche | Unified Constitutive Laws of Plastic Deformation[END_REF][START_REF] Guillemer-Neel | Mechanical behavior and damage kinetics in nodular cast iron: Part I. Damage Mechanisms[END_REF]. The stress was computed from the total strain ̿ and the plastic strain ̿ through the Hooke's law: Diffusion and Trapping equations -In the present work, we consider the contributions of deeply trapped hydrogen (CTir) and mobile hydrogen (CL) to the diffusion. The employed equations are simplifications of diffusion and trapping models described in previous works [START_REF] Oriani | The diffusion and trapping of hydrogen in steel[END_REF][START_REF] Krom | Hydrogen trapping models in steel[END_REF]:
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DL is the interstitial diffusion coefficient, Dapp is the apparent diffusion coefficient, ΔET is the trapping energy, KT is a constant related to the trapping energy, kB is the Boltzmann constant, T is the temperature, NT and NL are the number of trapping and interstitial sites. We do not distinguish reversibly trapped and interstitial hydrogen. The mobile hydrogen CL ≈ CD comprises both of them, which is a limitation of our analysis. The diffusion/trapping behavior is defined using five variables DL, NL, NT, ∆ET, T with values are equal to 1.3×10 -9 m 2 /s, 847176 mol/m 3 , 38.2 mol/m 3 , -0.26 eV, 300 K, respectively.

Results

Mechanical behavior

The mechanical tests provide information on the impact of hydrogen content (CH) and stress concentration (Kt) on the damage processes. We investigated the effect of notch geometry and hydrogen state (mobile or trapped) on the mechanical behavior of cylindrical in Figure 2(a) and plate specimens in Figures 2(b,c). The experimental details of the testing are listed in Table 1.

As can be seen in the tensile curves of unnotched axisymmetric and plate specimens (SWH), the steel has a yield strength of approximately 820MPa, ultimate tensile strength of 900MPa and strain until fracture around 18%. For the notched specimens, the higher the Kt, the higher the strength (σmax and σf) and the smaller the strain until fracture (Figure 2, Table 1). This classical effect highlight the impact of the hydrostatic stress on damage.

In all the tests, the embrittlement effect of hydrogen was observed with the decrease of the strains (ε11, εφ) more than the stress values (σmax, σf). No clear impact on the stress-strain curves was observed which suggest that, at a macroscopic scale, hydrogen does not affect the hardening behavior (Figure 2). The influence of trapped hydrogen was investigated on axisymmetric (PCD red curves in Figure 2a) and plate (UFD red curves in Figures 2b andc) desorbed specimens. For both, axisymmetric and plate specimens, the trapped hydrogen impact is more evident for the unnotched specimens with a considerable reduction of strain until fracture (ε11). On the other hand, mobile hydrogen effect was investigated on the SUF tests of plate specimens as shown in the blue curves of Figures 2(b) and (c). A higher embrittlement effect compared to deeply trapped hydrogen (pre-charged specimens -PCD and UFD -in Table 1 and Figure 2) was observed for all the stress concentration factors.

The local strain associated with the reduction of the section (εφ) is a measure of the steel ductility chosen to calculate the hydrogen embrittlement factor, IHE (Equations 1 and 2 1). On the other hand, diffusive hydrogen CD (see SUF tests in Table 1) is related to higher IHE when the stress concentration factors (Kt) are large, which suggest that hydrostatic stress (σm) promotes the damage. In order to explain these opposite results between the impacts of mobile and deeply trapped hydrogen, we have characterized the fracture surface using SEM (Figures 3 to 5). According to the local approach of fracture, for any damage mode, two physical parameters are key to the embrittlement process: the hydrostatic stress and the equivalent plastic strain. For each case, the most critical locations (with the highest values of hydrostatic stress and equivalent plastic strain) inside the specimens are selected from the numerical results. For smooth and U specimens, the center of the fracture surfaces is observed, since the maximum of hydrostatic stress and equivalent plastic strain are found in the core of the specimen. Concerning the V specimens, the observation of the fracture surface is performed close to the crack tip,

where the hydrostatic stress is maximum.

Deeply trapped hydrogen in PCD or UFD specimens does not change the fracture mode. The fracture surfaces of the specimens tested with (PCD and UFD) and without hydrogen precharging (SWH) were entirely ductile with the presence of dimples (Figure 3, Table 1). They A statistical analysis of the dimple sizes enabled to demonstrate that the size of the two populations increases with Kt and with hydrogen concentration (Figure 4). The main impact of hydrogen was observed for the low Kt values and seems to be negligible at the highest Kt values. These results suggest that trapped hydrogen seems to favor the nucleation and growth of cavities around inclusions and precipitates when a large plasticity occurs.

For the specimens tested under hydrogen flux (PTL-SUF, PNU-SUF, and PNV-SUF), quasicleavage fracture morphology is observed where the hydrostatic stress and plastic strain are maximum in the samples. Figure 5 illustrates these observations. For smooth plate (PTL-SUF) and U-notched specimens (PNU-SUF), quasi-cleavage was observed as fish-eyes in opposite to V-notched samples (PNV-SUF) for which the mechanical parameters are maximum close to the notch tips and we observed continuous quasi cleavage zones. Close to the edges (outside the dashed lines in Figure 5c) there are quasi-cleavage regions, whereas inside the dashed lines the fracture surface remains ductile. For each case, a higher magnification micrograph of the quasi-cleavage (Figure 5) reveals features at the scale of martensitic blocks and laths, which indicates that this type of fracture may be associated to their boundaries as suggested in previous works [START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF][START_REF] Shibata | Microstructural and crystallographic features of hydrogen-related crack propagation in low carbon martensitic steel[END_REF]. angles between the plane normal and the tensile axis. More than 80% of the lengths are smaller than 1.2 µm with predominance of lengths between 0.3 and 0.6 µm. These values are similar to typical laths, sub-blocks and blocks sizes. The angles are more dispersed, but the majority are inferior to 30° with a peak below 10°, which cannot be considered as favorable orientation for slip activity. Therefore, both graphs suggest that the quasi-cleavage happens with the decohesion of substructure interfaces with a predominant effect of the normal stress to the fracture plane. 

Local Approach of Fracture

Local approach of fracture refers to methodologies used to characterize the macroscopic fracture behavior in terms of hydrostatic stress (σm) and von Mises equivalent plastic strain (εpeq) reached at the highly solicited regions of notched samples. They have been largely described to steels and titanium alloys for a wide range of loading conditions and crack geometries [START_REF] Beremin | Cavity formation from inclusions in ductile fracture of A508 steel[END_REF][START_REF] Huez | Damage process in commercially pure α-titanium alloy without (Ti40) and with (Ti40-H) hydrides[END_REF][START_REF] Brownrigg | The influence of hydrostatic pressure on the flow stress and ductility of a spherodized 1045 steel[END_REF][START_REF] Helbert | Effects of microstructural parameters and back stress on damage mechanisms in α/β titanium alloys[END_REF][START_REF] Francois | Mechanical behaviour of Materials, Solid Mechanics and its applications[END_REF]. In this work, an elasto-plastic model with one isotropic and two kinematic hardening coefficients was identified independently on the hydrogen content (as described in the section 2.4) and implemented into a finite-element code. Further information is available in Reference [START_REF] Helbert | Effects of microstructural parameters and back stress on damage mechanisms in α/β titanium alloys[END_REF]. Finite element calculations were performed for each specimen design to provide the distribution of mechanical parameters (σm, εpeq) in the bulk of the specimens during loading. Figure 7 illustrates these calculations for an ATL (a to c) and PNU (d to f) specimens. These first calculations do not include a component of hydrogen diffusion.

They are based on the experimental observation that hydrogen reduces the fracture strains of the stress-strain curves. It is considered that this effect of hydrogen can be reproduced by calculating the local σm and εpeq for the corresponding experimental maximum (fracture) strain. . For all the conditions, σm decreases with εpeq. A linear relationship is proposed to evaluate the dependence between these values as described by Equation 5. In this equation, A is the strain sensitivity parameter and B is a constant that represents the stress necessary for fracture in the absence of plastic deformation.

M d + e f (5) 
From the linear regression equations of Figure 8, it is possible to see that B slightly decreases with hydrogen (around 2% and 5% for the pre-charged and under flux conditions, respectively), whereas the absolute value of A increases considerably with hydrogen (approximately 67% and 442% for the pre-charged and under flux conditions, respectively). This indicates that mobile hydrogen increases the contribution of plasticity to the fracture process more significantly than the deeply trapped one. In the case of quasi-cleavage fracture promoted by mobile hydrogen (SUF tests), the Equation 3represents a macroscopic criterion of "quasi-brittle" fracture where B is the critical stress for fracture (σc). A decrease of this value means that the interfacial energy of the laths (or another martensitic boundary, e.g., blocks and packets) are affected by hydrogen.

For ductile fracture, the crack initiation needs to be characterized in order to evaluate the impact of hydrogen on the B parameter. SEM images of the cross sections of the ductile fracture surfaces were used to study crack initiation in the specimens without hydrogen (SWH) and precharged (PCD, UFD). For instance, Figure 9(a) shows the cross section of a plate V-notched specimen with voids originated around inclusions (Figure 9(b)). These voids appear to define the border between the damaged and non-damaged regions. Thus, in Figure 9(a), red lozenges locate the voids found further from the fracture and a red dashed line limits the border formed by them. The local calculated σm and εpeq at this border is then used to plot the graph of Figure 9(c) for the damage initiation similarly to the graph of Figure 8 for the fracture. In the same way as in Equation ( 5), a linear relationship can be used to describe the experimental data.

Again, hydrogen decreases the decohesion stress σc (stress for εpeq=0) and increases the strain sensitivity parameter (increase of the slop of σm vs εpeq). This result combined with the observations of Figure 4 suggests that the increase of plasticity contribution to the fracture process due to trapped hydrogen (pre-charging) is accomplished by favoring the crack initiation around inclusions. In order to demonstrate the impact of hydrogen flux on the quasi-cleavage process, we used FEM calculations to determine the hydrogen flux, i.e., J(x) profile along the cross-section of plate specimens until fracture. The elastoplastic model was then combined with hydrogen diffusion and trapping equations described in the Section 2.4, enabling to relate the hydrostatic stress (σm) with hydrogen flux (J) and diffusive hydrogen concentration (CD). Figure 10 shows the distributions of (σm, εpeq) and hydrogen concentration (CD) and flux (J) for the case of Vnotch specimens with the notch at (i) the hydrogen entry side, (ii) both entry and exit sides and

(iii) the exit side of the permeation test, e.g., entry is the charging cell side and exit is the detection cell side.

For the case (i), the maximum values of σm, εpeq, CD and J correspond to the location where the quasi-cleavage fracture was observed, i.e. near the entry surface.

For the case of the double-notched specimen (ii), the quasi-cleavage is observed in the entry and exist sides. In this case, σm, εpeq, CD and J are maximum near the entry side, whereas near the exit side only σm, εpeq and J are maximum and CD is low.

Finally, in the case (iii), there is an extremely high hydrogen concentration CD and low hydrogen flux J at the entry side without notch and the quasi-cleavage is not observed next to this surface. In opposite, the notched exit side presents a zone with quasi-cleavage, where there is a high level of hydrogen flux (J) and low hydrogen concentration (CD). These results, especially the cases (ii) and (iii), suggest that hydrogen flux more than hydrogen concentration promotes the brittle quasi-cleavage fracture morphology.

To sum up, our results show that deeply trapped hydrogen favor the nucleation and growth of voids favoring ductile damage conducting to fracture surfaces with dimples similar to the ones observed in the absence of hydrogen. On the other hand, diffusible hydrogen favor the quasicleavage process at packets, blocks or laths interfaces depending on the stress concentration and the hydrogen flux. In both cases, the fracture criterion (σm versus εpeq) are affected by hydrogen.

Figure 10: Fracture surfaces, σm, εpeq, CD and J distributions of the specimens (SUF test) with (i) a V-notch on the hydrogen entry side, (ii) V-notches on the entry and exit sides and (iii) a V-notch on the hydrogen exit side of the permeation test. On the CD maps, red corresponds to the highest values and blue to the smallest ones. The specimens were charged using cathodic current of 100mA/cm 2 .

Discussion

In this work, mechanical testing with unnotched and notched specimens at three different conditions (without hydrogen (SWH), pre-charged (PCD, UFD) and under flux (SUF)) were performed for plate and cylindrical design of specimens. These experiments aimed to investigate the hydrogen impact in the damage process for a quenched and tempered martensitic steel. Ductile and quasi-cleavage fractures are analyzed in terms of the contributions of hydrostatic stress and plasticity. The mechanical tests performed under flux or in pre-charging conditions allowed to separate the contributions of deeply trapped hydrogen from the diffusible hydrogen.

Ductile Fracture

We observed a ductile fracture morphology (dimples) for the studied steel in a large hydrostatic stress range (σm<1600 MPa). The nucleation of damage occurs at the interfaces of inclusions and precipitates for all the mechanical conditions (σm, εpeq), resulting in a bimodal distribution of dimples. The incorporation of deeply trapped hydrogen content (in a range of up to 2 wppm)

does not modify the fracture mode but impacts the voids nucleation and growth processes. The stress at the interface of a non-deformable inclusion (σi) can be expressed by Equation 6 [START_REF] Beremin | Cavity formation from inclusions in ductile fracture of A508 steel[END_REF][START_REF] Huez | Damage process in commercially pure α-titanium alloy without (Ti40) and with (Ti40-H) hydrides[END_REF]. In this equation, λ is a constant that depends on the inclusion shape and orientation.

M + h_ f , NℎPQP _ i f i f (6) 
The damage initiation criterion observed in Figure 9 indicates that the critical stress for interface decohesion is reduced by the presence of hydrogen (σi is equal to 1082 and 841 MPa without and with deeply trapped hydrogen (2 wppm), respectively). The value of σi is in agreement with the literature data related by François et al. [START_REF] Francois | Mechanical behaviour of Materials, Solid Mechanics and its applications[END_REF]. The decrease of σi with hydrogen suggests that hydrogen segregate to inclusions-matrix and precipitates-matrix interfaces and reduces the interface energy. Recent works have investigated the hydrogen segregation at the interface of these defects [START_REF] Takahashi | Origin of hydrogen trapping site in vanadium carbide precipitation strengthening steel[END_REF][START_REF] Turk | Correlation between vanadium carbide size and hydrogen trapping in ferritic steel[END_REF]. As high-energy interfaces present dislocations and vacancies that allow the misfit accommodation, it is not surprising that they are able to trap hydrogen. The graph of Figure 9 also demonstrates that EP (Equation 4) increases with trapped hydrogen (considering λ constant), facilitating the damage initiation (λEP is equal to 18 and 29 MPa without and with hydrogen, respectively). The increase of EP may be related to the strain-hardening of the martensitic matrix. The presence of hydrogen segregated near or in the core of the dislocations could produce a local hardening that is not perceptible at a macroscopic scale.

Concerning cavity growth process, we did not characterize the evolution of the average cavity size but only measured the sizes of the dimples after the fracture of the specimens. These sizes seem to be higher with the addition of deeply trapped hydrogen especially for high plastic strain and low triaxiality (low stress concentration values), which supports the idea that the observed differences are a consequence of the hydrogen impact on the elementary plasticity processes.

Quasi-cleavage Fracture

Quasi-cleavage zones appeared in the studied steel when hydrogen flux was applied and at the locations with higher hydrostatic stress and plastic strain. Deeply trapped hydrogen was not able to promote this type of fracture. Therefore, quasi-cleavage fracture is only associated with mobile hydrogen. Oudriss et al. have already correlated the quasi-cleavage morphology with hydrogen mobility [START_REF] Oudriss | Consequence of the diffusive hydrogen contents on tensile properties of martensitic steel during the desorption at room temperature[END_REF]. By studying a martensitic steel submitted to different baking times, they observed a relationship between quasi-cleavage fracture and high rates of hydrogen desorption for smooth specimens.

The EBSD analysis of the present study showed that most of the blocks at the quasi-cleavage have their planes (crystallographic family {101}) almost parallel to the fracture surface. A similar observation was previously reported by Shibata et al. [START_REF] Shibata | Microstructural and crystallographic features of hydrogen-related crack propagation in low carbon martensitic steel[END_REF]. They explained that the {101} planes correspond to boundaries between adjacent blocks and laths. Therefore, hydrogen-assisted fracture initiate and propagate along these boundaries as a cleavage.

Additionally, by performing TEM immediately beneath the fracture surface, Nagao et al.

observed that most of the quasi-cleavage fracture path seems to follow lath boundaries [START_REF] Nagao | Interpretation of hydrogen-induced fracture surface morphologies for lath martensitic steel[END_REF][START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF].

Consequently, they also suggested that the quasi-cleavage fracture occur along blocks and/or laths boundaries. Geng et al. found similar results using first-principle calculations, which indicates that hydrogen can lead to decohesion between {101} planes of martensite [START_REF] Geng | Hydrogen trapping in carbon supersaturated α iron and its decohesion effect in martensitic steel[END_REF]. The mechanisms of plasticity in lath martensite in the absence of hydrogen have been further studied and some authors observed sliding of substructure boundaries easily orientated for shear stress (near 45° to the stress axis) by performing in-situ micro-tensile tests. They suggest that besides the crystallographic slip, plasticity at the substructure boundaries are also responsible for the overall plastic deformation [START_REF] Du | Plasticity of lath martensite by sliding of substructure boundaries[END_REF]. In the present work, the size and the orientation (near 90° to the stress axis) of the structural features along the crack path support the idea that the fracture happened by lath and/or blocks boundaries decohesion. As the orientation is nearly perpendicular to the stress axis, it is unlikely that the interface sliding contributes to the fracture.

The role of hydrogen in the quasi-cleavage fracture development is not clear since the macroscopic fracture criterion depends on the hydrostatic stress and on the equivalent plastic strain. It could be either by facilitating the decohesion of substructure boundaries (HEDE) or promoting dislocation slip and pile up (HELP) against these boundaries or even a combination of both (HEDE coupled with the HELP mechanism). The σm versus εpeq graph of Figure 8 demonstrates that σc is slightly lower with mobile hydrogen (σc is equal to 1431MPa and 1351

MPa for without and with mobile hydrogen respectively), which support the idea that in the absence of plastic deformation a part of mobile hydrogen contributes to reduce the interface energy of blocks/laths boundaries (HEDE). In addition to this effect, mobile hydrogen enhances the contribution of plasticity to the fracture process significantly (the slope of σm versus εpeq increased, A of Eq. 5 is equal to 2.4 and 13 for without and with mobile hydrogen respectively).

This result confirms the hypothesis that hydrogen/plasticity interactions can contribute to the development of quasi-cleavage fracture, agreeing with the HELP mechanism. Previous observations of intense dislocation activity using TEM beneath hydrogen-induced quasicleavage fracture corroborate the idea that plasticity can promote the development of this fracture mode [START_REF] Nagao | Interpretation of hydrogen-induced fracture surface morphologies for lath martensitic steel[END_REF][START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF][START_REF] Novak | A statistical, physical-based, micro-mechanical model of hydrogen-induced intergranular fracture in steel[END_REF].

FEM calculations predicts a correspondence between quasi-cleavage zones and maximum hydrostatic stress, plastic strain and hydrogen flux (Figure 10). Consequently, the hydrogen flux more than hydrogen concentration is associated with the quasi-cleavage of the studied steel.

This explain why quasi-cleavage does not develop in hydrogen pre-charged specimens at the conditions explored in the present work, confirming that only mobile hydrogen contributes to the appearance of this fracture morphology. The importance of plasticity and hydrogen flux to the quasi-cleavage fracture suggests that the interactions between dislocation and mobile hydrogen are related to this fracture morphology. Dislocations are known to have a dual effect on hydrogen. Mobile dislocations can transport hydrogen facilitating their diffusion (dragging as solute atmospheres by edge dislocations) and increase the hydrogen flux [START_REF] Chêne | Hydrogen transport by mobile dislocations in nickel base superalloy single crystals[END_REF][START_REF] Shoda | Hydrogen Desorption Behavior of Pure Iron and Inconel 625 during Elastic and Plastic Deformation[END_REF], whereas storage dislocations (dislocations tangles, walls, cells) are hydrogen trap sites reducing the hydrogen apparent diffusion coefficient [START_REF] Chateau | Numerical simulations of hydrogen-dislocation interactions in fcc stainless steels: Part I: hydrogen-dislocation interactions in bulk crystals[END_REF][START_REF] Girardin | Measurement of the saturated dislocation pinning force in hydrogenated nickel and nickel base alloys[END_REF]. This dual effect was observed experimentally in this work and was correlated to plastic strain levels (Figure 11). The Figure 11 deformation, there is a decrease of mobile dislocation density and an increase of storage dislocations [START_REF] Lan | Evolution of dislocation structures and deformation behavior of iron at different temperatures: Part I. strain hardening curves and cellular structure[END_REF], which can explain the dominance of trap phenomena at dislocations tangles and the decrease of the hydrogen flux. It was also observed that hydrogen flux is smaller for pre-strained specimens (Figure 11b). As the pre-straining reduces the density of mobile dislocations and increases the storage dislocations, this result supports the idea that mobile dislocations drag hydrogen significantly, accelerating its diffusion. As illustrated by Figure 11b, the drag process is reduced when we increase the strain rate (the increase of the flux is lower for a strain rate equal to 10 -3 s -1 than 10 -5 s -1 ) which suggest that the impact on damage is lower.

To conclude, hydrogen transport by edge dislocations may increase the hydrogen concentration at the blocks/laths boundaries reducing their interface energy (Figure 13). The second contribution of the hydrogen-plasticity interaction to the quasi-cleavage can be directly associated to the shielding process and consequently to the HELP model. The relaxation tests performed under hydrogen flux in the plastic regime were used to access the impact of hydrogen on thermodynamic conditions favoring the movement of dislocations. As previously described for engineering elastic regime of uncharged martensitic steel [START_REF] Frappart | Hydrogen solubility, diffusivity and trapping in a tempered Fe-C-Cr martensitic steel under various mechanical stress states[END_REF], we performed relaxation tests for different plastic strains and determined the activation volume (Equation 7)

and relaxation stresses σ* (Figure 12). 8) [START_REF] Friedel | Dislocations[END_REF][START_REF] Hirth | Theory of dislocations[END_REF]:
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where α is the elastic interaction coefficient, µ the shear modulus and k a constant relative to the pinning distance, expressed as k/xy in the specific case of a forest dislocation distribution (ρ is the dislocation density). The small difference observed between both conditions (with and without flux) suggest a minor impact of mobile hydrogen on the area swept by a dislocation in the specific case of a forest edge dislocation distribution. In the domain II, the linear relationship (Figure 12d) is consistent with a kink-pair mechanism associated with the mobility of screw dislocations (Equation 9), where h is a jump distance between two equilibrium states [START_REF] Frappart | Hydrogen solubility, diffusivity and trapping in a tempered Fe-C-Cr martensitic steel under various mechanical stress states[END_REF][START_REF] Friedel | Dislocations[END_REF][START_REF] Hirth | Theory of dislocations[END_REF][START_REF] Caillard | Thermally Activated Mechanisms is Crystal Plasticity[END_REF].

V/b 3 = [Mμh 3 / (8πb 3 )] 1/2 × (σ*) -1/2 (9)

The decrease of the slope observed under hydrogen flux indicates a direct impact of mobile hydrogen on the jump distance h of screw dislocations which is reduced from 0.8 nm to 0.6 nm for without and with hydrogen flux, respectively. The main result is that for a same viscous stress (σ*) the activation volumes are lowered under hydrogen flux for both domains. This softening effect is confirmed by the evaluation of the activation enthalpy at the early stage of plasticity. In the domain I, this energy ∆z * * j is equal to 0.06 eV and 0.04 eV for without hydrogen and under flux conditions (edge dislocation mobility). In the domain II, the enthalpy energy is equal to 0.28 eV and 0.15 eV for without hydrogen and under flux conditions (screw dislocation mobility). Therefore, we can conclude that mobile hydrogen reduces the dislocation jump distance of screw dislocations significantly and the activation enthalpies for both edge and screw dislocations movement. To sum up, in terms of damage mechanism, diffusive hydrogen enhances the mobility of screw dislocations, which increases the dislocation density in the pile-ups and the stress intensity at the interfaces of blocks and/or laths, reducing the stress condition necessary to fracture (Figure 13). A mutual effect of mobile hydrogen and dislocations was identified in this work in agreement with some previous studies [START_REF] Nagao | Hydrogen-enhancedplasticity mediated decohesion for hydrogen-induced intergranular and "quasi-cleavage" fracture of lath martensitic steels[END_REF][START_REF] Novak | A statistical, physical-based, micro-mechanical model of hydrogen-induced intergranular fracture in steel[END_REF][START_REF] Djuvik | Hydrogen embrittlement of low carbon structural steel[END_REF]. Mobile dislocations promote hydrogen diffusion and hydrogen flux favors the movement of dislocations. Both plasticity and hydrogen flux contribute to the quasi-cleavage fracture process as illustrate in Figure 13. 

Conclusions

In order to understand the origin of hydrogen embrittlement in the studied martensitic steel, we have separately investigated the effects of trapped and mobile hydrogen. For the mobile hydrogen impact, we have designed an electrochemical permeation device on a tensile machine allowing to control the hydrogen flux until fracture. When only trapped hydrogen is present, the fracture remains entirely ductile and depends on hydrostatic stress, plastic strain and trapped concentration. The hydrogen damage happens by enhancing voids nucleation (reduces the interface energy between precipitate/inclusion and matrix) and growth around inclusions and precipitates. In contrast, mobile hydrogen promotes quasi-cleavage fracture mainly along {101} plans which are lath and/or blocks boundaries. This fracture process depends on hydrostatic stress, plastic strain and hydrogen flux. The plasticity has an important contribution to both HE mechanisms. Specifically, it was shown that hydrogen and dislocations present a mutual interaction. Mobile dislocations drag hydrogen and in its turn hydrogen eases the dislocation movement by decreasing the activation volume and energy. Both processes favor hydrogen embrittlement.

Figure 1 :

 1 Figure 1: Representation of the specimens' design, charging conditions and tests with (a) pre-charged cylindrical and (b) under hydrogen flux prismatic specimens. (c) Geometries, meshes and boundary conditions of FEM calculations.

1 .

 1 where ̿ ̿ is the isotropic tensor of elastic moduli. The plastic potential is written as a yield function " & ': %+ ̿ & ' , + ̿ is the deviatoric part of the stress tensor and (( -+ /. The plastic strain is deduced from the normality rule and the definition of equivalent plastic strain rate 01 : In these equations, k is the yield stress, -5 1 exp 90)) is the isotropic hardening and & & : + & $ where & ; with> ∈ @1,2C represents the kinematic hardening. The mechanical behavior is defined using nine variables E, ν, k, Q, b, C1, C2, γ1, γ2 with values are equal to 210 GPa, 0.3, 770 MPa, 2.2 GPa, 27,0.9 GPa, 0.82 GPa, 8, 7, respectively.

Figure 2 :

 2 Figure 2: Stress-strain curves of (a) cylindrical SWH and PCD specimens, plate (b) unnotched and (c) notched SWH, UFD and SUF specimens. For all the curves, the applied cathodic current was 100mA/cm 2 .

  present bimodal distributions of dimples (larger ones varying from 10 to 20 μm and smaller ones from 0.6 to 1.4 μm). These values suggest that the larger and smaller dimples are associated with inclusions (Figures3a, b, c and d) and with precipitates (Figures3e, f), respectively. It is possible to see inclusions in the center of large dimples highlighted with a red circle in Figure3(d) and a small carbide in the center of a small dimple also highlighted with a red circle in Figure3(f).

Figure 3 :

 3 Figure 3: Fracture surfaces of cylindrical specimens: (a) un-charged smooth (ATL-SWH), (b) un-charged Unotched Kt=1.6 (AEU-SWH), (c) charged U-notched Kt=1.6 and CH=0.4 wppm (AEU-PCD), (d) Al2O3(CaO)x inclusion associated with a large dimple of a smooth specimen, (e) smaller dimples and (f) carbide associated with a small dimple of charged U-notched specimen (Kt=1.6 and CH=0.4 wppm).

Figure 4 :

 4 Figure 4: Evolution of (a) large and (b) small dimple sizes as a function of hydrogen content for several Kt.

Figure 6 (

 6 Figure 6(a) shows a cross section of the fracture surface of a V-notched under flux specimen

Figure 5 :

 5 Figure 5: Fracture surfaces of specimens tensile tested under hydrogen flux until fracture (100 mA/cm 2 ) : (a) QC and fisheyes near the surface of smooth specimen (PTL-SUF), (b) QC and fisheyes in the bulk of U-notched specimen (PNU-SUF), (c) QC near the surface of V-notched specimen (PNV-SUF).

Figure 6 :

 6 Figure 6: (a) SEM image and (b) corresponding EBSD IPF map of the vicinity of a fracture surface of a V-notch under hydrogen flux specimen (100 mA/cm 2 and CH = 2 wppm). Frequencies of (c) length and (d) angle between plane normal and tensile axis.

Figure 7 :

 7 Figure 7: Two examples of our calculations: (a,b,c) tensile loading of ATL-SWH and ATL-PCD (0.3 wppm) and (d,e,f) PNU (Kt = 1.3) SWH, SUF and UFD. (a,d) Experimental and model engineering stress-strain curves, (b,e) predictions of the reduction of section until fracture, (c, d) σm and εpeq along a cross-section.

Figure 8

 8 Figure 8 shows the evolution of the local maximum calculated values of σm and εpeq required

Figure 8 :

 8 Figure 8: Evolution of σm with εpeq for the highly solicited regions of the specimens at the fracture for the three tests conditions: in air (SWH), pre-charged (UFD, PCD) and under hydrogen flux (SUF) with the applied cathodic current of 100 mA/cm 2 and CH around 2g0.5 wppm.

Figure 9 :

 9 Figure 9: (a) Longitudinal section of a plate V-notched specimen without hydrogen showing the position of the voids found further from the fracture (red lozenges) which define the border between damaged and non-damaged regions (red dashed line), (b) magnified view of the same section showing voids around inclusions and (c) evolution of σm with εpeq (model evaluation) at the damaged/non-damaged borders for specimens with (UFD) and without hydrogen pre-charging (SWH).

  (a) presents an example of the evolution of the hydrogen flux in plastic regime during a strengthening of plate smooth sample. The drag effect (hydrogen Cottrell atmospheres transport by edge dislocations) is dominant at lower levels of plastic strain where mobile dislocations multiplication occurs more significantly. The increase of hydrogen flux in this domain is an evidence of hydrogen transport by mobile dislocations. With the development of plastic

Figure 11 :

 11 Figure 11: (a) Hydrogen flux evolution with plastic deformation from the end of the Lüders band and (b) normalized hydrogen flux evolution at small levels of plastic deformation highlighting the effects of prestraining and strain rate. Tests were performed with applied cathodic current density of 100 mA/cm 2 .

  Taylor factor equal to 2.5, kB is the Boltzmann's constant 1.38.10 -23 J.K -1 and T = 300K. The relaxation tests were used to identify the dislocations mechanisms with and without hydrogen flux. Two domains are observed on the curves 1 versus stress (Figure12a) in a direct relationship with the slip activity of edge and screw dislocations. The slopes are used to measure the activation volumes V1 and V2 for the relaxation experiments with and without hydrogen flux. Figure12(b)shows the evolution of the normalized activation volumes V1/b 3 and V2/b 3 as a function of the maximal stress for both domains and both conditions. In the presence of hydrogen flux, the activation volumes decrease as previously observed for iron[START_REF] Wang | Activation volume and density of mobile dislocations in hydrogen-charged iron[END_REF]. Figures12(c) and 12(d) relate the evolution of the normalized activation volumes V1/b 3 and V2/b 3 as a function of 1 : * $ ⁄ and 1 $ * :/$ ⁄ respectively for domains I and II. In domain I, the linear relationship (Figure 12c) suggests a forest-hardening process in accordance with a pinning model of edge dislocations (Equation

Figure 12 :

 12 Figure 12: Relaxation tests under hydrogen flux (strain rate of 10 -5 s -1 and j=100 mA/cm 2 ). (a) Diagram showing the two domains and their associated activation volume and relaxed stress σ* for a maximum stress of 890 MPa, (b) evolutions of activation volume with maximum (peak) stresses for domains I and II with and without hydrogen flux, (c) activation volume with the relaxed stress to the minus 2 for the domain I and (d) activation volume with the relaxed stress to the minus 0.5 for the domain II.

Figure 13 :

 13 Figure 13: Illustration of the three physical processes that promote hydrogen segregation and quasi-cleavage along martensitic interfaces. The hydrogen segregation at the interfaces decrease the interfacial energy. The Cottrell atmospheres near edge dislocations promote the transport of hydrogen to the interfaces reducing further the interfacial energy. The decrease of the activation enthalpy of screw dislocation mobility increase the number of dislocation pile-ups and consequently the stress concentration at the interface favoring decohesion.

  

Table 1 :

 1 Fracture conditions (σmax, σf , ε11 , εφ , IHE , σm , εpeq) and the hydrogen states (J0, CH, CD, CTir) for the specimens (ATL, AEU, AEV, PTL, PNU, PNV) and tests (SWH, PCD, SUF, UFD). Hydrogen flux is given in µA/cm 2 , hydrogen concentrations in wppm, strain in % and stress in MPa. σm and εpeq are calculated at the highly solicited regions of notched and smooth specimens. For each condition, the fracture mode is specified as dimples, QC or QC with fisheyes.

	Axisymmetric Specimens

  ). The values listed in Table 1 indicate that the IHE increases with the hydrogen concentration CH. Additionally, deeply trapped hydrogen (CTir) seems to have a greater embrittlement effect promoting fracture (larger values of IHE) mainly for low Kt values, where the plasticity is greater (see PCD and UFD tests in Table
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